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10318500 HUMBOLDT RIVER NEAR ELKO, NV
HUMBOLDT RIVER BASIN, UPPER HUMBOLDT RIVER BASIN

LOCATION.--Lat 40°56"10”, long 115°37°25” referenced to North American Datum of 1927, in SE % NE % sec.11, T.35 N., R.56 E., Elko County,
Hydrologic Unit 16040101, on right bank, 1 mi southwest of Ryndon, 1.5 mi upstream from Jackson Creek, 5 mi downstream from confluence of
North Fork Humboldt River, 10 mi northeast of Elko, and at mi 381.71 above Derby Road bridge.

DRAINAGE AREA --2,778.87 mi2.

WATER-DISCHARGE RECORDS
REVISED RECORDS.--WSP 1714: Drainage area. WDR NV-99-1: Drainage area.
PERIOD OF RECORD.--Jun 1895 to Oct 1902, Oct 1944 to current year.

GAGE.--Water-stage recorder. Datum of gage is 5,142.32 ft above National Geodetic Vertical Datum of 1929, from topographic map. Jun 1895 to Oct 1902,
nonrecording gage at site 11 mi downstream at different datum.

REMARKS .--Records good except for estimated daily discharges, which are poor. Diversions for irrigation of 95,800 acres above station. No flow some
years during summer months.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 7,200 t%/s, Feb 19, 1986, gage height, 7.64 ft; maximum gage height 12.30 ft,
February 13, 1962; no flow at times some years.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 4,360 ft3/s, May 18, 19, gage height, 9.29 ft; minimum daily discharge, 7.6 ft3/s, Sep 1.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005
DAILY MEAN VALUES

[e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 12 24 37 €50 €49 94 391 1,400 3,060 648 62 7.6
2 11 25 35 €52 e49 93 380 1,290 2,760 604 57 79
3 11 25 €36 €56 e49 87 412 1,170 2,610 571 52 8.4
4 10 24 €37 €58 e49 105 4717 1,050 2,250 540 48 8.8
5 11 24 €38 €60 €49 110 461 960 2,030 514 44 8.7
6 11 24 38 61 e49 117 390 899 1,820 488 41 8.7
17 12 24 40 e61 49 119 379 914 1,770 472 37 8.6
8 12 24 42 e61 e49 134 474 951 1,800 447 34 8.6
9 12 25 45 e61 e49 190 557 1,020 1,750 415 32 8.4
10 13 26 60 61 e49 252 497 1,240 1,500 394 31 9.0
1" 13 28 67 eb1 e49 324 431 el,570 1,330 373 29 9.1
12 13 31 63 e61 48 419 421 €2,010 1,300 350 26 9.3
13 13 32 66 e61 47 565 427 €2,360 1,260 329 23 9.6
14 14 32 65 ebl e50 724 437 €2,230 1,060 €313 21 9.4
15 13 31 66 e61 €50 644 421 €1,850 921 €287 20 9.3
16 13 31 60 €61 e53 556 391 el,760 840 258 19 9.3
17 14 31 55 eb1 e57 519 378 2,570 824 231 18 9.4
18 16 30 55 eb1 €60 485 393 4,110 866 214 18 9.2
19 18 30 52 59 €62 493 442 3,700 930 202 18 9.2
20 25 29 52 €60 72 564 491 2,830 893 182 13 9.6
21 28 24 50 €60 82 653 534 2,530 830 170 17 11
22 29 22 48 €60 77 630 626 2,690 798 162 16 11
23 26 25 51 €55 91 664 717 3,050 848 152 15 11
24 24 28 e49 €50 103 805 751 2,920 935 139 15 10
25 25 33 50 €50 103 848 1,050 2,780 947 123 14 10
26 27 33 50 44 100 720 1,460 2,750 923 108 14 10
27 27 e34 42 45 96 591 1,530 2,740 874 101 13 11
28 27 31 46 48 93 533 1,420 2,640 811 90 12 11
29 28 e34 45 €50 --- 600 1,600 2,620 750 79 12 11
30 27 €39 49 €49 --- 595 1,550 2,800 698 72 10 11
31 26 €49 €49 --- 468 --- 3,100 --- 67 8.3 -
Total 561 853 1,543 1,748 1,783 13,701 19,888 66,504 39,988 9,095 7943 285.1
Mean 18.1 28.4 49.8 56.4 63.7 442 663 2,145 1,333 293 25.6 9.50
Max 29 39 68 61 103 848 1,600 4,110 3,060 6438 62 11
Min 10 22 35 44 47 87 378 899 698 67 8.3 7.6

Ac-ft 1,110 1,690 3,060 3,470 3,540 27,180 39,450 131,900 79,320 18,040 1,580 565

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1895 - 2005, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 25.1 49.1 62.4 93.7 188 358 512 680 791 193 24.5 10.9
Max 211 330 358 389 1,295 1,708 2,583 3,592 2,831 1,142 319 107
(WY) (1983)  (1900) (1984)  (1980) (1986)  (1983)  (1984)  (1984)  (1984)  (1984)  (1984)  (1899)
Min 1.02 1.32 4.30 3.65 8.54 63.6 65.3 46.1 9.60 2.35 0.50 0.63

(WY) (1955)  (1955)  (1960)  (1960)  (1955)  (2003)  (1992)  (1959)  (1992)  (1954) (1954)  (1955)
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SUMMARY STATISTICS

Calendar Year 2004 Water Year 2005 Water Years 1895 - 2005
Annual total 42,781.2 156,743.4
Annual mean 117 429 249
Highest annual mean 1,101 1984
Lowest annual mean 35.6 1961
Highest daily mean 863 May 30 4,110 May 18 6,530 Mar 4, 1983
Lowest daily mean 2.1 Sep 17 76  Sep 1 0.00 Aug 6,1900
Annual seven-day minimum 24 Sepl2 83 Aug3l 0.00 Aug 6, 1900
Maximum peak flow 4,360 May 18 7,200 Feb 19, 1986
Maximum peak stage 9.29 May 18 1230  Feb 13, 1962
Annual runoff (ac-ft) 84,860 310,900 180,100
10 percent exceeds 374 1,410 724
50 percent exceeds 33 60 70
90 percent exceeds 4.2 11 2.1




